
Kalvoya Bridge - Norway

On 01/12/98 the Baerum Kommune, owner of the bridge, wrote this 
testimonial stating that the DNV found the Kalvoya Bridge in a good 
condition compared to the DNV inspection in 1985 on the previous coating 
system that had protected the bridge before the repair with ZINGA.

In 1995 only 5 Kg of ZINGA were necessary for touch-ups on spots that 
had been mechanically damaged. 

In April 1995, 10 years after the 
application, the Kalvoya Bridge was 
inspected by the controlling organism 
Det Norske Veritas (DNV). 

In 1985 ZINGA was applied by 
brush on the steel structures of 
the Kalvoya Bridge in Norway. 
Paint gloves were used for the 
carrying cables.

System : 
ZINGA 2 x 60 µm

www.zinga.be
Ref. NO-BR-MA-Kalvoya-EN-01/04/03 p. 1/2



In 1999 the ZINGA system 
has been accepted by the 
Norwegian Ministry of 
Roads for the complete 
treatment of steel bridges, 
as stated in this letter from 
Rotorkontroll, dated 
04/06/99.

In February 2000, 15 years after 
the application, the layer 
thickness of ZINGA on the 
Kalvoya Bridge was measured. 

The loss in layer thickness after 
15 years was approx. 16 µm.

This report, written by Mr. Hagen 
from the company Rotorkontroll
on 24/02/00, is very important 
because it gives us an idea of the 
estimated lifetime of ZINGA.
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